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Vacuum efficiency valves ISV
Features

Areas of application

� For parallel arrangement of several

suction cups

– To prevent dissipation of the

vacuum if one or several suction

cups do not make full contact

� Gripping of randomly placed

products

� Saves compressed air and energy

– Retention is only successful if

100% contact is achieved

� Maintains vacuum

Function diagram

These valves are suitable for

applications requiring several vacuum

suction cups and for the maintenance

of vacuum in the event that one

suction cup should fail to make

contact.

1 Vacuum generator

2 Distributor

3 Vacuum efficiency valve

4 Suction cup

Vacuum efficiency valve function

The ISV valve is fitted between the

vacuum generator and the suction

cup.

If, during vacuum generation, a

suction cup is uncovered, or only

partly covered, the ISV automatically

stops the influx of air.

When the suction cup fits tightly

against the surface, a vacuum is

regenerated.

Removal of the object from the suction

cup causes the ISV valve to close

immediately.

1. When the suction cup is open to

atmosphere, the float is drawn

back against the housing.

In this position, flow is only

possible through the small hole

in the end of the float.

2. When an object is in contact with

the suction cup, flow is reduced

and the spring forces the float

forward.

The seal is thus broken and full

vacuum is generated within the

suction cup.

1 Spring

2 Float

3 Filter

4 Retaining screw

5 Suction cup

Vacuum

generator

1

2

3

4

5
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Vacuum efficiency valves ISV
Technical data

Function -Q- Temperature range

–10 … +60 °C

-L- Operating pressure

–0.95 … 0 bar

ISV-M5/Gx/G¼/Gy

for suction cups

ISV-M4/M6/M10

for vacuum suction grippers

General technical data

Pneumatic connection 1, 2 For suction cups For vacuum suction grippers

M5 Gx G¼ Gy M4 M6 M10

Mounting position Any

Type of mounting Screw-in

Ejector pulse possibility [bar]  8

Required suction rate 

at –0.5 bar

[l/min] 1 2 1.6 1.5 1 2 2

Operating and environmental conditions

Operating pressure [bar] –0.95 … 0

Operating medium Atmospheric air based on ISO 85731:2010 [7:–:–]

Ambient temperature [°C] –10 … +60

Corrosion resistance class CRC1) 2

1) Corrosion resistance class CRC 2 to Festo standard FN 940070

Moderate corrosion stress. Indoor applications in which condensation may occur. External visible parts with primarily decorative requirements for the surface and which are in direct contact with the ambient atmo

sphere typical for industrial applications.

Weights [g]

Pneumatic connection 1, 2 For suction cups For vacuum suction grippers

M5 Gx G¼ Gy M4 M6 M10

Vacuum efficiency valve 4 9 16 33 1.5 14 18

Materials

Pneumatic connection 1, 2 For suction cups For vacuum suction grippers

M5 Gx G¼ Gy M4 M6 M10

Housing Wrought aluminium alloy Wrought aluminium alloy

Filter Sintered

bronze

Wrought aluminium alloy, stainless steel mesh Sintered bronze

Spring – High-alloy stainless steel – High-alloy stainless steel

Hollow bolt – Wrought aluminium alloy –

Float – POM – POM
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Technical data

Evacuation time t as a function of the volume to be evacuated V with various ejectors

ISV-M5

V [l]

t [
s]

ISV-x/ISV-¼

V [l]

t [
s]

ISV-y

V [l]

t 
[s

]

1 VAD-…-y with suction cup

VAS-125

2 VAD-ME-…-y with suction cup

VAS-125

3 VAD-…-y with suction cup

VASB-125

4 VAD-ME-…-y with suction cup

VASB-125

-H- Note

Evacuation time is the time required

to attain 90% maximum possible

vacuum.
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Conditions for operation of the vacuum efficiency valve ISV

– The number of vacuum suction

cups that can be attached depends

upon the suction capacity of the

ejector.

– A minimum switching flow rate is

required to ensure the function of

each ISV vacuum efficiency valve

connected in parallel to an ejector.

– The number of cups which can be

reliably operated can be estimated

on the basis of the ratio of ejector

suction power and the minimum

switching flow rate of the ISV

vacuum efficiency valve.

Max. no. of sealed suction cups as a function of the vacuum generator used and the attainable vacuum level

Vacuum generator Max. number of suction cups at Pu [bar]

ISV-M5 ISV-x ISV-¼ ISV-y

–0.5 –0.6 –0.7 –0.5 –0.6 –0.7 –0.5 –0.6 –0.7 –0.5 –0.6 –0.7

VAD-M5 2 1 – 1 1 – 1 – – – – –

VAD-x 4 2 1 2 1 – 2 1 – – – –

VAD-¼ 8 6 3 4 3 1 4 3 1 – – –

VAD-y 8 8 7 7 6 3 7 6 3 – 2 1

VADM/VADMI-45 2 1 – 1 1 – 1 – – – – –

VADM/VADMI-70 4 2 1 2 1 – 2 1 – – – –

VADM/VADMI-95 8 6 3 4 3 1 4 2 1 – – –

VADM/VADMI-140 8 8 7 7 6 3 7 6 3 3 2 1

VADM/VADMI-200 16 16 14 14 12 6 14 12 6 6 4 2

VADM/VADMI-300 32 32 28 28 24 12 28 14 12 12 8 4

Dimensions

ISV-M5/Gx/G¼/Gy for suction cups ISV-M4/M6/M10 for vacuum suction grippers

1 Suction side

2 Tubing side

3 Sealing ring

Type D1 D2



D3



D5



L1 L2 T1 ß

ISV-M5 M5 – 2 – 10 5 5.5 8

ISV-x Gx – 4 – 29.5 6.5 11 13

ISV-¼ G¼ – 4 – 29.5 8 11 17

ISV-y Gy – 4 – 33 9 13 22

ISV-M4 M4 7.8 – 7 10.7 3.8 5 7

ISV-M6 M6 8.4 – 14 28.3 5 5 14

ISV-M10 M10 14 – 17 32 6.5 10 17

Ordering data

Pneumatic connection 1, 2 For suction cups Pneumatic connection 1, 2  For vacuum suction grippers

Part No. Type Part No. Type

M5 151217 ISV-M5 M4 545996 ISV-M4

Gx 33969 ISV-x M6 545997 ISV-M6

G¼ 33970 ISV-¼ M10 545998 ISV-M10

Gy 33971 ISV-y
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Supporting Advanced Automation… As No One Else Can!
Festo is a leading global manufacturer of pneumatic and electromechanical systems, components and controls for industrial 
automation, ith more than ,  employees in  national head uarters ser ing more than  countries  For more than  years, 
Festo has continuously elevated the state of manufacturing with innovations and optimized motion control solutions that deliver higher 
performing, more pro table automated manufacturing and processing e uipment  ur dedication to the  advancement of automation 
extends beyond technology to the education and development of current and future automation and robotics designers with simulation 
tools, teaching programs, and on site services
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Festo Corporation is committed to supply all Festo products and services that will meet or  exceed 
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Product Range and Company Overview

A Complete Suite and Company Overview

The Broadest Range of Automation Components

Our experienced engineers provide complete support at every stage of your development process, including: conceptualization,
analysis, engineering, design, assembly, documentation, validation, and production

With a comprehensive line of more than 30,000 automation components, Festo is capable of solving the most complex
automation requirements

Custom Automation Components
Complete custom engineered solutions

Custom Control Cabinets
Comprehensive engineering support
and on-site services

Complete Systems
Shipment, stocking and storage services

Electromechanical
Electromechanical actuators, motors, 
controllers & drivers

Pneumatics
Pneumatic linear and rotary actuators,
valves, and air supply

P Cs and O evices
PLC’s, operator interfaces, sensors
and I/O devices

Printed on recycled paper at ew orizon raphic, Inc , FSC certi ed as an environmental friendly printing plant



Festo North America

Festo Regional Contact Center

Canadian Customers
Commercial Support:
Tel: 1  O FESTO 1  3 3
Fax: 1  F  FESTO 1  393 3
Email: festo canada ca festo com

USA Customers
Commercial Support:
Tel:1 00 99 FESTO 1 00 993 3
Fax:1 00 9  FESTO 1 00 9 3 3
Email: customer service us festo com

Technical Support:
Tel:1  O FESTO 1  3 3
Fax:1  F  FESTO 1  393 3
Email: technical support ca festo com

Technical Support:
Tel:1  O FESTO 1  3 3
Fax:1 00 9  FESTO 1 00 9 3 3
Email: product support us festo com

C

     Festo Canada 
Headquarters
Festo Inc.
5300 Explorer Drive

ississauga, O
L W 5

      Montréal
5600, Trans-Canada
Pointe-Claire, QC

9  1 6

      Québec City
930, rue Watt 11

Québec, QC
1  3

       Festo United States
Headquarters 
Festo Corporation
395 Moreland Road

auppauge, 
11

      etroit
1 1 West Long Lake Road
Troy, MI

09

      Silicon Valley
935 Southfront Road, Suite F

Livermore, CA
9 550

       Appleton
orth 9  Tower iew Drive, Suite 

Greenville, WI
5 9

       Chicago
5 W Algonquin - Suite 3 0

Arlington eights, IL
60005

6

1 2 3

4 5 7

8

Sub ect to change Internet: www.festo.com/us


	Vacuum efficiency valves ISV
	Features
	Technical data
	General technical data
	Dimensions
	Ordering data



<<
  /ASCII85EncodePages false
  /AllowTransparency false
  /AutoPositionEPSFiles true
  /AutoRotatePages /None
  /Binding /Left
  /CalGrayProfile (Gray Gamma 2.2)
  /CalRGBProfile (Apple RGB)
  /CalCMYKProfile (U.S. Web Coated \050SWOP\051 v2)
  /sRGBProfile (sRGB IEC61966-2.1)
  /CannotEmbedFontPolicy /Warning
  /CompatibilityLevel 1.3
  /CompressObjects /Off
  /CompressPages true
  /ConvertImagesToIndexed true
  /PassThroughJPEGImages false
  /CreateJobTicket false
  /DefaultRenderingIntent /Default
  /DetectBlends true
  /DetectCurves 0.1000
  /ColorConversionStrategy /LeaveColorUnchanged
  /DoThumbnails true
  /EmbedAllFonts true
  /EmbedOpenType false
  /ParseICCProfilesInComments true
  /EmbedJobOptions true
  /DSCReportingLevel 0
  /EmitDSCWarnings false
  /EndPage -1
  /ImageMemory 1048576
  /LockDistillerParams true
  /MaxSubsetPct 100
  /Optimize true
  /OPM 1
  /ParseDSCComments false
  /ParseDSCCommentsForDocInfo false
  /PreserveCopyPage true
  /PreserveDICMYKValues true
  /PreserveEPSInfo false
  /PreserveFlatness false
  /PreserveHalftoneInfo false
  /PreserveOPIComments false
  /PreserveOverprintSettings true
  /StartPage 1
  /SubsetFonts true
  /TransferFunctionInfo /Apply
  /UCRandBGInfo /Remove
  /UsePrologue false
  /ColorSettingsFile ()
  /AlwaysEmbed [ true
  ]
  /NeverEmbed [ true
  ]
  /AntiAliasColorImages false
  /CropColorImages false
  /ColorImageMinResolution 100
  /ColorImageMinResolutionPolicy /OK
  /DownsampleColorImages true
  /ColorImageDownsampleType /Bicubic
  /ColorImageResolution 120
  /ColorImageDepth -1
  /ColorImageMinDownsampleDepth 1
  /ColorImageDownsampleThreshold 1.00000
  /EncodeColorImages true
  /ColorImageFilter /DCTEncode
  /AutoFilterColorImages true
  /ColorImageAutoFilterStrategy /JPEG
  /ColorACSImageDict <<
    /QFactor 2.40
    /HSamples [2 1 1 2] /VSamples [2 1 1 2]
  >>
  /ColorImageDict <<
    /QFactor 0.15
    /HSamples [1 1 1 1] /VSamples [1 1 1 1]
  >>
  /JPEG2000ColorACSImageDict <<
    /TileWidth 256
    /TileHeight 256
    /Quality 30
  >>
  /JPEG2000ColorImageDict <<
    /TileWidth 256
    /TileHeight 256
    /Quality 30
  >>
  /AntiAliasGrayImages false
  /CropGrayImages false
  /GrayImageMinResolution 150
  /GrayImageMinResolutionPolicy /OK
  /DownsampleGrayImages true
  /GrayImageDownsampleType /Bicubic
  /GrayImageResolution 120
  /GrayImageDepth -1
  /GrayImageMinDownsampleDepth 2
  /GrayImageDownsampleThreshold 1.00000
  /EncodeGrayImages true
  /GrayImageFilter /DCTEncode
  /AutoFilterGrayImages true
  /GrayImageAutoFilterStrategy /JPEG
  /GrayACSImageDict <<
    /QFactor 2.40
    /HSamples [2 1 1 2] /VSamples [2 1 1 2]
  >>
  /GrayImageDict <<
    /QFactor 0.15
    /HSamples [1 1 1 1] /VSamples [1 1 1 1]
  >>
  /JPEG2000GrayACSImageDict <<
    /TileWidth 256
    /TileHeight 256
    /Quality 30
  >>
  /JPEG2000GrayImageDict <<
    /TileWidth 256
    /TileHeight 256
    /Quality 30
  >>
  /AntiAliasMonoImages false
  /CropMonoImages false
  /MonoImageMinResolution 300
  /MonoImageMinResolutionPolicy /OK
  /DownsampleMonoImages true
  /MonoImageDownsampleType /Bicubic
  /MonoImageResolution 600
  /MonoImageDepth -1
  /MonoImageDownsampleThreshold 1.00000
  /EncodeMonoImages true
  /MonoImageFilter /CCITTFaxEncode
  /MonoImageDict <<
    /K -1
  >>
  /AllowPSXObjects false
  /CheckCompliance [
    /None
  ]
  /PDFX1aCheck false
  /PDFX3Check false
  /PDFXCompliantPDFOnly false
  /PDFXNoTrimBoxError true
  /PDFXTrimBoxToMediaBoxOffset [
    0.00000
    0.00000
    0.00000
    0.00000
  ]
  /PDFXSetBleedBoxToMediaBox true
  /PDFXBleedBoxToTrimBoxOffset [
    0.00000
    0.00000
    0.00000
    0.00000
  ]
  /PDFXOutputIntentProfile (U.S. Web Coated \050SWOP\051 v2)
  /PDFXOutputConditionIdentifier (CGATS TR 001)
  /PDFXOutputCondition ()
  /PDFXRegistryName (http://www.color.org)
  /PDFXTrapped /False

  /CreateJDFFile false
  /Description <<

  >>
  /Namespace [
    (Adobe)
    (Common)
    (1.0)
  ]
  /OtherNamespaces [
    <<
      /AsReaderSpreads false
      /CropImagesToFrames true
      /ErrorControl /WarnAndContinue
      /FlattenerIgnoreSpreadOverrides false
      /IncludeGuidesGrids false
      /IncludeNonPrinting false
      /IncludeSlug false
      /Namespace [
        (Adobe)
        (InDesign)
        (4.0)
      ]
      /OmitPlacedBitmaps false
      /OmitPlacedEPS false
      /OmitPlacedPDF false
      /SimulateOverprint /Legacy
    >>
    <<
      /AddBleedMarks false
      /AddColorBars false
      /AddCropMarks false
      /AddPageInfo false
      /AddRegMarks false
      /BleedOffset [
        0
        0
        0
        0
      ]
      /ConvertColors /NoConversion
      /DestinationProfileName (U.S. Web Coated \(SWOP\) v2)
      /DestinationProfileSelector /UseName
      /Downsample16BitImages true
      /FlattenerPreset <<
        /PresetSelector /MediumResolution
      >>
      /FormElements false
      /GenerateStructure false
      /IncludeBookmarks false
      /IncludeHyperlinks true
      /IncludeInteractive false
      /IncludeLayers false
      /IncludeProfiles true
      /MarksOffset 6
      /MarksWeight 0.250000
      /MultimediaHandling /UseObjectSettings
      /Namespace [
        (Adobe)
        (CreativeSuite)
        (2.0)
      ]
      /PDFXOutputIntentProfileSelector /UseName
      /PageMarksFile /RomanDefault
      /PreserveEditing false
      /UntaggedCMYKHandling /LeaveUntagged
      /UntaggedRGBHandling /LeaveUntagged
      /UseDocumentBleed false
    >>
    <<
      /AllowImageBreaks true
      /AllowTableBreaks true
      /ExpandPage false
      /HonorBaseURL true
      /HonorRolloverEffect false
      /IgnoreHTMLPageBreaks false
      /IncludeHeaderFooter false
      /MarginOffset [
        0
        0
        0
        0
      ]
      /MetadataAuthor ()
      /MetadataKeywords ()
      /MetadataSubject ()
      /MetadataTitle ()
      /MetricPageSize [
        0
        0
      ]
      /MetricUnit /inch
      /MobileCompatible 0
      /Namespace [
        (Adobe)
        (GoLive)
        (8.0)
      ]
      /OpenZoomToHTMLFontSize false
      /PageOrientation /Portrait
      /RemoveBackground false
      /ShrinkContent true
      /TreatColorsAs /MainMonitorColors
      /UseEmbeddedProfiles false
      /UseHTMLTitleAsMetadata true
    >>
  ]
>> setdistillerparams
<<
  /HWResolution [600 600]
  /PageSize [612.000 792.000]
>> setpagedevice


